
Used for making electrical connections with copper conductors in installations and 
appliances working under high temperature conditions.

Raw materials:
Body: porcelain, white colour.
Insert: nickel-plated brass.        
Screws: zinc-plated steel. Metric thread.

Glow-wire test 960ºC according  
to EN 60695-2-11

According to section 4.7.2  (Test 8 mm) EN 60598

350ºC

0,4 Nm

4 mm² / 1,5 mm² 

4 mm² / 1,5 mm² 

32A

M 2,6

B4-1E B4-2E 

B4-4E B4-3E 

800 pcs. 270x170x115 mm 400 pcs. 270x170x115 mm

200 pcs. 270x170x115 mm250 pcs. 270x170x115 mm

5,7 Kg 5,7 Kg

5 Kg5,4 Kg

1,42 Kg 1,47 Kg

1,45 Kg1,05 Kg

200 pcs.            Plastic bag 100 pcs.           Plastic bag

  50 pcs.            Plastic bag  50 pcs.            Plastic bag

4 m
m

4 m
m

FLEXIBLE CABLE

SOLID CABLE

PORCELAIN BLOCKSSERIES

72

450V
(250V B4-1E)



350ºC

350ºC

350ºC

0,5 Nm

0,8 Nm

1,2 Nm

6 mm² / 2,5 mm² 

10 mm² / 4 mm² 

16 mm² / 6 mm² 

4 mm² / 2,5 mm² 

10 mm² / 4 mm² 

10 mm² / 4 mm² 

41A

57A

76A

M 3

M 3,5

M 4

B6-1E 

B10-1E 

B16-1E 

B6-2E 

B10-2E 

B16-2E 

B6-4E 

B10-4E 

B16-4E 

B6-3E 

B10-3E 

B16-3E 

600 pcs. 270x170x115 mm

375 pcs. 270x170x115 mm

150 pcs.  270x170x115 mm

300 pcs. 270x170x115 mm

180 pcs. 270x170x115 mm

  75 pcs. 270x170x115 mm

120 pcs. 270x170x115 mm

  90 pcs. 270x170x115 mm

  60 pcs. 270x170x115 mm

150 pcs. 270x170x115 mm

120 pcs. 270x170x115 mm

 50 pcs.  270x170x115 mm

5,4 Kg

4,2 Kg

4 Kg

5,6 Kg

4,4 Kg

3,9 Kg

3,9 Kg

4 Kg

6,4 Kg

4,3 Kg

4,5 Kg

3,9 Kg

1,36 Kg

1,44 Kg

1,94 Kg

1,39 Kg

1,45 Kg

1,26 Kg

1,27 Kg

1,29 Kg

1,54 Kg

1,42 Kg

  1,5 Kg

  1,9 Kg

150 pcs.            Plastic bag

125 pcs.            Plastic bag

  75 pcs.            Plastic bag

 75 pcs.             Plastic bag

  60 pcs.            Plastic bag

  25 pcs.           Plastic bag

 40 pcs.             Plastic bag

  30 pcs.            Plastic bag

  15 pcs.            Plastic bag

 50 pcs.            Plastic bag

  40 pcs.            Plastic bag

 25 pcs.            Plastic bag

5 m
m

6 m
m

7 m
m

5 m
m

6 m
m

7 m
m

FLEXIBLE CABLE

SOLID CABLE

FLEXIBLE CABLE

SOLID CABLE

FLEXIBLE CABLE

SOLID CABLE

PORCELAIN BLOCKSSERIES

73

450V

450V

450V

(250V B6-1E)

(250V B10-1E)

(250V B16-1E)




